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BELT SANDING MACHINES AL 25/30

OSCILLATING BELT SANDING MACHINES AL 150/200

AL 25 AL 30
 Working table dimensions mm 2500 x 800 3000 x 800

 Table vertical movement mm 570 570

 Main motor with 2 speeds kw(HP) 2,2/3(3/4) 2,2/3(3/4)

 Abrasive belt dimensions mm 6550 x 150 7800 x 150

Belt speed rpm 17 - 35 17 - 35

Goosenek useful depth mm 600 600

Goosenek useful height mm 180 180

Pulley diameter mm 220 220

Head lifting motor power kw 0,37 0,37

Net weight kg 580 615

Gross weight in wooden case kg 630 655

Overall dimensions mm 3500 x 1600 x 1400 4000 x 1600 x 1400

Packing dimensions mm 2600 x 600 x 1200 3100 x 600 x 1200

Volume m3 1,8 100

Suction hoods dia. mm 1,8 100

AL 150 AL 200
 Sizes of the fi xed working table  mm 220 x 1440 220 x 1440

 Sizes of the tilting working table  mm 220 x 1440 220 x 1440

 Table tilt 0° - 45° 0° - 45°

 Abrasive belt length  mm 150 x 2200 200 x 2200

 Belt speed  m/1” 12/8 12/8

 Motorized roller diameter  mm 160 160

 Driven roller diameter  mm 80 80

 Belt drive motor power  KW(HP) 1,8-2,5(2,5-3,5) 1,8-2,5(2,5-3,5)

 Oscillating stroke  mm 20 20

 Oscillating unit vertical movement  mm 160 160

 Working pressure bar 6 bar 6
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