


ROUTERS WITH TILTING HEAD A 60/80/90

ACM s.r.l.
Via Einstein, 7 - 42017 - Novellara (RE) Italy
Ph. +39.0522.652.259 - 661.284 Fax +39.0522.653.433
e-mail: acm@acmitaly.com
www.acmitaly.com

A 60 A 80 A 90

 Tilting head 0° - 45° 0° - 45° 0° - 45°

 Distance between shaft 
and column

mm 600 800 900

 Vertical stroke of the spindle mm 80 80 80

 Vertical stroke of the table mm 150 150 150

 Adjustable fences n° 6 6 6

 Working table dimensions mm 800 x 600 800x600 800 x 600

 Max distance between table 
and spindle

mm 195 195 195

 Spindle rotation speed rpm 9000 - 18000 9000 - 18000 9000 - 18000

 Motor power Kw(hp) 1,5/2,2(2/3) 2,2/3(3/4) 2,2/3(3/4)

Net weight kg 290 380 450

Gross weight 
in wooden case

kg 360 420 480

Overall dimensions mm 1200 x 800 x 1900 1300 x 800 x 1900 1400 x 800 x 1900

Packing dimensions mm 1210 x 900 x 2000 1310 x 900 x 2000 1410 x 900 x 2000

Volume m3 2,2 2,4 2,5

Suction hoods dia. mm 80 80 80 

Standard

Our Firm reserves the right to make 
any changes or improvements
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Option
Suction dust hood 
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ON REQUEST:
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 with suction dust hood
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 power 3/4 HP (A60)


